CABINET BODY

‘—-'-'Tr-
_§
L 1V |
_Nl'_

. Bl
x>

ANGLE OR YA
CABINET BODY

MIN.

"ROLLED A RAISED ROLLED B| INVERTED "V’ C
=V ’N .
3 3 .
ANGLE OR~" = |angteor— | )| | ancLeor.
CABINET BODY — ¢ | CABINET BODY | ;‘i\' CABINET BODY
3/4 ‘ ' |y, AR}
Mt MIN 54’z
MIN.
BULL NOSE D| TURNED DOWN |E| TURNED DownN |F
AS SPECIFIED.TQ |
* MATCH ADJACENT 1/2" RAD.
EDGES ¢ 1 AT ENDS
~ ELEVATION
\4 —'r [}]
‘,,J Yz
180 ) N L
% — 4 ‘ﬁ
|_L — iy
SEAL WITH SILICONE—] — 7 | ANGLEOR = |5 N
SEALANT W CABINET BODY ~l
— MIN. TROUGH —
ENDS OPEN
STRAIGHT
TURN DOWN G| MARINE H| FLOUR GUTTER | |
HOPKINS ,
FOODSERVICE EDGES 1.01
SPECIALISTS, INC.




1/2" RADIUS AT ENDS

X
14
;)

ROLLED RAISED

’j
b

INVERTED “V’

K

RAISED OPENING|( L

NOTCH, FULLY WELD, GRIND
SMOQOTH AND POLISH ALL

INTERSECTIONS OF SHELF \
WITH LEGS.

2" TURN-UP AT REAR

AND SIDES UNLESS .
SPECIFIED OTHERWISE

I

l

N
g
. :_{ +—\I‘¢/,l/z"
Y
[\ }
_UNDERSHELF,

-14 6A.S/s

WHERE TWO ROLLED EDGES . .
MEET, WELD SEPARATE

FILLER PIECE IN PLACE,

GRIND SMOOTH AND POLISH
TO FULLY-ROUNDED BULL NOSE

ALL VERTICALAND.... ._
HORIZONTAL BENDS TO BE
ROUNDED WITH 3/4" RADIUS

|_— SINK AND DISHTABLE

CORNERS TO BE FULLY
A/ (S:OVED; NO FILLER OR
OLDER
§\/ \/,

BULL NOSE

CORNER N| SINK/DISHTABLE CORNERS (0
HOPKINS
FOODSERVICE EDGES 1.01.1
SPECIALISTS, INC.




% ZY2" AT SINKS WITH

X
X CONNECTED OVERFLOWS
|
=] \j__ E}
- =m E
> E,“-f " AR
12 GA.5/3 CLIP, 4 LONG, MAX.
SEAL VERT. AND g 48" 0.C. - SECURE TO WALL
HORIZ. SPLASH / WITH /4" X 20 &/3 BOLTS WITH
EDSES To WALLL % TOGGLES OR EXPANSION SHIELDS.
- // = MIN. TWO CLIPS PER FIXTURE.
EXPOSED ENDS 4 © ]
FULLY WELDED 4 \ .
ClLOSED
WALL TYPE
zll zl L]
. 16 GA.S/S
o 45 " PANEL. - ek
- 0@ welD ™ cLips
EXPOSED ENDS ___ | VL AND SPasH
FULLY CLOoSED T 0 o
\' ~®
2V2" x1Yz"x \ V2" \g NOTE :
_ TE :
4 cA.g/s cupP | IF ACCESS TO SPLASH IS
WELDED YO SPLASH. REQUIRED FOR. ELECTRICAL OR
ONE AT EACH END PLOUMBING, PANEL To BE
OF UNITAND 12°0.c. 4 { R?AOVAZLsEc WITH USE OF S/s
- . MAC REWS .
_ |z ! HINE S
CLOSED BACK
4Il
45° L —FORM TOP
OF SPLASH
TACK WELD To CAP ADW
AND SEAL \ SPLASH CENT
4 GA. S/ —
— EXPOSED ENDS FULLY
WELDED CLOSED

BACK TO BACK

"HOPKINS |
FOODSERVICE BACKSPLASHES 1.02

SPECIALISTS, INC.




1zt x 1 x 8"

SALVN. ANGLES 12 GA. GALV.

GUSSET PLATES

_TABLES [A

VX5 %" 146A.
5/5 CHANNELS

DISHTABLES |B

1I"'x 5"x 1" 14 cA.
S/S CHANNELS

SINK_DRAINBOARDS. |C

A FULLY_WELDED,CONSTEUCTION

B  SECURE TOP TO FRAMEWORK WITH WELDED STUDS, S/S LOCKWASHERS AND S/S CAP
NUTS. MAXIMUM 15" ON CENTER.

C ANGLES LOCATED AT ENDS, SIDES OF CUT-OUTS FOR TOP INSERTS AND UNDER LEGS
OF HEAVY EQUIPMENT. INTERMEDIATES ON 24" ON CENTER.

D CHANNELS LOCATED AT ENDS. INTERMEDIATES MAXIMUM 5°-6" ON CENTER.

E ADD CENTER CHANNEL WHEN DRAINBOARD LENGTH EXCEEDS 4’-6". CLOSE CHANNEL AT
FRONT ONLY.

HOPKINS
FOODSERVICE | TABLE AND DRAINBOARD FRAMEWORK 1.03.

SPECIALISTS, INC.




FORM STRUCTURAL CHANNEL
FROM BaQDY AT ToP -
16GA. 5/S BODY

WELD V2" x \V2'% 12 ca.
ANGLE. TO BODY CHANMEL
MAX. |8 O.C.

BOX IN CHANNEL ]
m NOS-E L

I'X B8° % 1" % 12 GA.GALV.
_ CHANNEL ( FOR LE.G ATTACHMENT)

FRONT

(CuUSTOMER, S\DE)

1

|~ I"x5"% 1" 12 cA.

GALV. CHANNEL

\WVe"'x\Vz x /8"
‘GALY. ANGLE

REAR (WoRK. SIOE)

BOX FRAME FOR PANEL CABINET BODY

HOPKINS
FOODSERVICE
SPECIALISTS, INC,

COUNTER FRAMEWORK

1.05




NOTES FOR STANDARD DETAIL 1.05

FULLY WELDED CONSTRUCTION

SECURE TOP TO FRAMEWORK WITH WELDED STUDS, S/S LOCKWASHERS
AND S/S CAP NUTS. MAXIMUM 15" ON CENTER.

LOCATE ANGLES AT ENDS, SIDES OF CUT-OUTS FOR TOP INSERTS,
AND UNDER TOP IN AREAS OF HEAVY EQUIPMENT LOADS.
INTERMEDIATE ANGLES 24" ON CENTER.

BACK ANGLES LOCATED AT ENDS. INTERMEDIATES AT MAXIMUM 5’-6"
ON CENTER.

FRONT ANGLE (CHANNEL) LOCATED AT ENDS. INTERMEDIATES TO
CORRESPOND TO PILASTERS, TRAY SLIDE BRACKETS, BREATH
PROTECTORS, DISPLAY SHELVES AND FRONT PANEL SPACING.
LOCATED MAXIMUM 4’-0" ON CENTER.

ANGLES ON WORK SIDE LOCATED AT ENDS AND SIDES OF OPENINGS.
INTERMEDIATES LOCATED MAXIMUM 5°-6™ ON CENTER.

BOTTOM LEG CHANNELS LOCATED AT ENDS. INTERMEDIATES
CORRESPOND TO FRONT PANEL SPACING, PILASTERS AND TRAY SLIDE
BRACKETS. LOCATE MAXIMUM 5’-6" ON CENTER.

@0 @ @6

HOPKINS .
FOODSERVICE COUNTER FRAMEWORK 1.05.1

SPECIALISTS, INC.




O e l_ e L e I 2

—

I
CLOSE END.S.O.E...CHANNELS.—/
WHEN EXPOSED

14.GA. S/S TRIANGULAR
GUSSET PLATE FULLY.
B ° WELDED TO SINK

10"

6" MIN

©—

Lw"//©

—CBOSSRAILS TO.BE 1 1/2* O.D. 16 GA. S/S TUBING COPED TO LEG, FULLY WELDED, GROUND
. SMOOTH.AND POLISHED.

9 .COMPONENT HARDWARE, INC. #A20-0206 LEG SOCKET FULLY WELDED .TO. CHANNELS OR GUSSET.

.PLATES. SET SCREW NOT VISIBLE TO WORKING SIDE OF EQUIPMENT. 3/4* MIN. CLEARANCE ALL
. .AROUND LEG SOCKET..

@. . 1.5/82.0D. 16 GA. TUBULAR S/S LEGS

@ . COMPONENT HARDWARE, INC. #A10-0852 S/S BULLET FOOT

- COMPONENT HARDWARE GROUP, INC. #A72-0811 S/S LEG SOCKET AND FOOT ASSEMBLY WITH LEG
- SOCKET FULLY WELDED TO CHANNEL.

. COMPONENT HARDWARE, INC. #A18-0202 LEG SOCKET CONTINUOUSLY WELDED TO 3" X 3" X 1/8"
.S/S PLATE. PLATE SECURED TO.CABINET BODY WITH S/S BOLTS.

@ -WHEN SPECIFIED. LEGS UNSUPPORTED LATERALLY BY CROSSBRACING.OR UNDERSHELVES SHALL BE

PINNED TO FLOOR WITH 1/4* DIA. X 1/2* LONG S/S PINS WELDED TO FOOT AND SET IN MATCHING
HOLES IN FLOOR.

HOPKINS \
FOODSERVICE LEGS, FEET, CROSSRAILS
SPECIALISTS, INC.

1.06




SECTION 1 SECTION 2

HOPKINS ,
FOODSERVICE DRAWER ASSEMBLY 1.09

SPECIALISTS, INC.




DRAWER ASSEMBLY CONSTRUCTION NOTES

16 GA. S/S ALL WELDED

STANDARD-KEIL 1425-1022-1000 DRAWER SLIDE SPOT-WELDED TO
PAN FRAME. PITCH 3/8" PER FT. FOR SELF CLOSING. .

18 GA. S/S ALL WELDED ENCLOSURE SECURED TO UNDERSIDE OF
TABLE W/ STUDS, LOCKWASHERS AND CAP NUTS

FIBERGLASS SEMI-RIGID SOUND DAMPENING

1" x 1" x 16 GA. S/S ANGLE BRACE AT BOTTOM OF OPEN FRONT OF
ENCLOSURE

3/4" x 3/4" x 16 GA. S/S AT TOP OF OPEN FRONT OF ENCLOSURE

3/4 x 2" x 16 GA. S/S FRONT PAN FRAME ANGLE WELDED TO REAR
DRAWER FACE

3/4" x 1" x 16 GA. S/S REAR PAN FRAME ANGLE, ALL WELDED
1" x 1" x 16 GA. S/S SIDE PAN FRAME ANGLE, ALL WELDED
SOFT NEOPRENE BUMPERS

18 GA. S/S REMOVABLE PAN - SEE PAN SCHEDULE

POOE @0 W @ ®@®

PAN SCHEDULE

Tvee N0, _pansize O W)

[ -1 | 20 x 20 x D 25 7.5
1 1 20x 20 x 10D 25 12.5
1]} 1 20 x 20 x 8D 25 10.5
v 1 12 x 20 x 4D 25 6.5
\Y) 2 12 x 20 x 4D 28 6.5
Vi 1 12 x 20 x 4D 17 6.5
HOPKINS ]
FOODSERVICE DRAWER ASSEMBLY 1.09.1




VERIFY RADIUS. TO -
BE IDENTICAL TO
CORNER TO BE
PROTECTED SO THAT
GUARD FITS SNUGLY —

e

SECTION A-A

A\

-BEND EACH SIDE IN 3°

4” "

e

B , N R .
_/’L_ﬁ_msme DIMENSION TO

- FIT WALL
SI

ECTION B-B

ANGLE TYPE,

NOTE:

MOUNT 16 GA. S/S CORNER GUARDS ON CORNERS. IMMEDIATELY ABOVE 5" HIGH COVE BASE
TILE WITH SUITABLE S/S FASTENERS AND SEAL.

HG?KINS
 FOODSERVICE
- SPECIALISTS, INC., |

. CORNER GUARDS

21.10




AS SPECIFIED

4 4 9
varxarss | |
BAAR N [t —f—
L2 . ) 4-5/8" R
1> b ©
1-5/8" 0.D. ™ P
16 GA S/S ———te . | o
! 72" MAX on 2 SUPPORTS N ERoMED
[# FLOOR
SINGLE TABLE MOUNTED
]. AS SPECIFIED | 1 18" J
1/4" x 2" S/S - i i
BAR 5T o T —T
] ] ] -
oo 1L b AL | e
! ! | || FROM
1-5/8" 0.D. N FINISHED
16 GA S/S u\ v HE FLOOR
1 96" MAX ON 2 SUPPORTS X3
L ™
DOQUBLE TABLE MOUNTED, -
) - AS SPECIFIED g )
EQUAL | EQUAL 5
1] Ff $ .
GO" MAX. GO MAX. i‘ T
2" x 2" S/S
ANGLE —_
! ' ' - M H
,oj - T Y © Tl
s/s BoLTs<[ IR oo : >_1;ASTEN SECURELY
O STRUCTURE
0 o/ From +!
J o] Lo FINISHED
1/4" x 2" S/S BAR FLOOR
ALL WELDED
WALL MOUNTED
FASTEN SECURELY '
L | 3_’/‘1‘0 STRUCTURE
; | 1 vy CEILING -
AR 1T b P |
AS SPECIFIED Lan e
1T ’
. .
| 3‘ - il | —
"R T 96" MAX Il 9"RrR -
. | ] 7" a
M .
1/4" x 2" S/S BAR 1 FISHED
ALL WELDED ————— & & [ FLOOR
. | I Y .

CEILING MOUNTED

HOOKS TO BE S/S DOUBLE PRONG 6° 0.C., COMPONENT HARDWARE .GROUP,_

HOPKINS
FOODSERVICE
SPECIALISTS, INC.

' OVERHEAD UTENSIL RACK

INC. #J77-4401

1.12




OPTIONAL CASTERS:
(2) STANDARD -KEIL 1123 -3445 -2000
(2) STANDARD-KEIL ||123-23444-3000
4 cA. 5/5 _ro?_\ ' /——)4 GA. /s ToP
C37 . -,3 CLOT 1)
_f \_ ] B ]
FRAMING
DETAL .03 hﬁj
n
N ol v
9 L
© w0l
ISLAND MOBILE
A B
2" THICK RODDED
DETAIL .02 LAMINATED MAPLE.
\ ToP (W SPLASH 4S5
14 A8/ TOP SPECIFIED)
u“ = I A I
] ] i ]
A-DETAIL 1.0G L-DETAIL oG
© -DETAIL DETAIL ©
| . " / B J o
™) L oLIM - 7 L.OG ®
7
[ T =3 L4
=O
b ! !
BACKSPLASH TOP woOoD TOP
C D{
HOPKINS _
FOODSERVICE WORKTABLES 2.01
SPECIALISTS. INC. ] -




FALCETS PER

DETAIL 1.OZ.A DETAIL 5.2
AS SPECIFIED

J/@s_azegaga

_ELEVATION,

AS SPECI\FIED

| 2Y'
(

‘DETAIL l.oL.B

0
/
;h.__.___________._.__i_] Sn
_F‘ ) Q
2 y ¥Z N
0 | Jo 3|2 SECTION - OVERFLOW
! | bTE - COMPARTMENT
o h - ~
) i t
[ —— N
@?\-ﬁr a O
-— N
DETAIL .06
DETAIL 1.06

TYPICAL SECTION

Vz' LEG
Continued on 3.01.1
HOPKINS ,
FOODSERVICE SINKS AND DRAINBOARDS 3.01

SPECIALISTS, INC.




14 GA, S/S SINKS AND DRAINBOARDS

©JO,

DRAINBOARDS UP TO 24" IN LENGTH REQUIRE NO LEGS OR BRACES. DRAINBOARDS 25" TO 30" REQUIRE
1" 0.D. 16 GA. S/S BRACE. DRAINBOARDS OVER 30" REQUIRE LEGS AND CHANNEL FRAMEWORK

©

DRAINBOARDS SHALL PITCH TO SINK 1/8" PER FOOT OF LENGTH TQO PROVIDE COMPLETE DRAINING
WITHOUT POOLING. THE 3" HIGH RAISED ROLLED RIM AT THE SINK SHALL DECREASE [N HEIGHT
TOWARD THE OUTER ENDS OF THE DRAINBOARD.

PARTITIONS BETWEEN COMPARTMENTS TO BE DOUBLE WALLED CONSTRUCTION WITH 1/2" RADIUS
ROUNDED TOP, ALL WELDED INTEGRAL WITH SINK BODY.

BACK, BOTTOM AND FRONT SHALL BE ONE CONTINUOUS PIECE WITH ENDS WELDED INTEGRAL,
WITHOUT OVERLAPPING JOINTS OR OPEN SPACES, BETWEEN COMPARTMENTS.

WASTES SHALL BE SEATED IN DIE STAMPED DEPRESSIONS WITHOUT USE OF SOLDER, RIVETS, OR WELDING.
INSTALLED COMPONENTS SHALL BE FLUSH WITH SURROUNDING SURFACE.

EACH SINK COMPARTMENT BOTTOM TO BE PITCHED AND CREASED TO WASTE TO ASSURE COMPLETE
DRAINING WITHOUT POOLING.

ENTIRE UNIT SHALL BE ALL WELDED COVE CORNERED CONSTRUCTION WITH VERTICAL AND HORIZONTAL
AND INTERIOR CORNERS HAVING A 3/4" RADIUS.

UNDERSIDE OF DRAINBOARDS AND SINKS TO BE SPRAYED WITH SOUND DAMPENING IN COMPLIANCE WITH
N.S.F. STD. 2 PARA. 4.41.3 WHEN SPECIFIED.

WASTES - Z'CHROMﬁvPLAIED BRONZE ROTARY HANDLE WASTE AND S/S SERAINER PLATE WITH CHROME
PLATED BRASS CONNECTED OVERFLOW, FISHER #10685 BOTARY. WASTE VALVE WITH OVERFLOW

OVERFLOW WASTE - 1-1/2"CHROME PLATED BRASS OPEN DRAIN, EXTENDED THROUGH SINK BOTTOM
USING GASKET AND FLANGE.

OVERFLOW BASKET - 16 GA, PERFORATED S/S COVED CORNERED WITH HEMMED EDGES. 1/2" SOLID
ROD FEET AND HANDLES.

REAR CROSSBRACING ONLY.
OMIT FRONT LENGTHWISE CROSSBRACING UMDER SINKS.

12 GA, S/S 6" x 6" TRIANGULAR SUPPORT PLATE WELDED TO UNDERSIDE OF SINKS.

QOO 0 0 © 0 66 60 0 O

WASTE - 2"CHROME PLATED BRASS ROTARY HANDLE WASTE AND S/S STRAINER PLATE. FISHER _ .
#10677 ROTARY WASTE VALVE

©

16 GA. S/S LEVER HANDLE SUPPORT BRACKET WELDED TO BOTTOM OF SINK.

HOPKINS :
FOODSERVICE SINKS AND DRAINBOARDS 3.01.1

SPECIALISTS, INC.




“Sprmi

14 GA. S/S OR AS SPECIFIED

ALL WELDED COVE CORNERED CONSTRUCTION WITH VERTICAL, HORIZONTAL AND INTERIOR
CORNERS HAVING 3/4° RADIUS., FULLY WELD SINK TO TOP WITHOUT OVERLAPPING JOINTS.

ADJACENT SIDES AND BOTTOM TO BE ONE CONTINUQUS PIECE WITH ENDS WELDED INTEGRAL
WITHOUT OVERLAPPING JOINTS.

PARTITIONS BETWEEN COMPARTMENTS TO BE DOUBLE WALLED CONSTRUCTION WITH 1/2*
RADIUS ROUNDED TOP. ALL WELDED INTEGRAL WITH SINK,

FULLY WELD SINK TO TOP WITHOUT OVERLAPPING JOINTS.

WASTES TO BE SEATED IN DIE-STAMPED DEPRESSIONS WITHOUT USE OF SOLDER, RIVETS OR
WELDING. INSTALLED COMPONENTS TO BE FLUSH WITH SURROUNDING SURFACE.

WASTE:

@® OO 6 @ @

TYPE I - A:FI_S,HERJ#-10685 ROTARY WASTE VALVE WITH OVERFLOW _____ _ ... .. ..

— B S L

*TYPE 2.:“.3FISHER. #10693 ROTARY WASTE VALVE WITH OVERFLOW..
i !

_TYPE 3.-_FISHER #10677 ROTARY WASTE.VALVE ... .. .. ..

{YPE 4. | FISHER #6556 BASKET DBAIN...

TYPE 5. FISHER #6740-2100 LONG WASTE SOCKET WITH #6750-:9000 LOGKNUT AND
" #6780-5000 WASHER

e e e a——————— e e e e e e e = PV

.16_GA, S[S | EVER HANDLE SUPPORT BRAGKET WELDED_TO BOTTOM OF SINK - REQUIRED WHEN SINK.
__JS_.BUH_Iiill:}lIQ,IUBLt}lEAEEBASE_.ElXIL,J.RE.__.,DiOL NOT. FURNISH FOR .CORRECTIONAL PROJECTS...

AS SPECIFIED

L 1 @ LENGTH/WIDTH

—¢
—

Vi 5
| e g4 1
(]
3
—e——
o __g__t::;!'.:_- === 3
TYPICAL SECTION
HOPKINS _
FOODSERVICE COUNTER TYPE SINKS 3.02
SPECIALISTS, INC.




NOTE:
POP RIVETS AND

SPECIE
AS SPECIFIED ,i’ EXPOSED STUDS
AND CAP NUTS NOT
7 ACCEFPTABLE

1”
ogll .

PROVIDE VERT\CAL
MEMBER. TO SLPPORT
ELEVATION BAS-K'IVZ'X Iz" X
K /8" GALN, ANGLE OR
CHANNEL. O ToP.

COUNTER 'TOP——\

'rl?:“};\ LesS |—! o i ld.ﬂ VALVE. COMPARTMENT
| —— T e
| NG B

DI P

- — K GA. S5 TOP SECIRED
TO FRAMEWORK. WITH
SEE. MULLION WELPED STUDS, /S

DeETAIL e LOCKWASHERS AND

BOTTOM SHELF Z“ DOWN

N FRONT - DP 2" AT SIDES
CLOSE MULILION WITH
/ AND ‘ACROSS REAR CUANNEL PEER NSE

,L
|

VERTICAL MOLLION

MULLION DETAIL B W PORT ToF
N | ' T BoOTTOM SHELF
"W
=] e
li l { I /,% L ; { Ll.\—— VERTICAL. MULLION
cranneL | POSITION LEGS
LNDER. VERTICAL
SUPPORTS — LEGS
Max. 58-6" O.C.
ELEVATION
FOODSERVICE REE - .
TR FREE-STANDING COUNTER "\




FOOD GUARD

PER SPEC ‘ )
N =l

EXTENDED TOP; 3/4" SOLID SURFACE MATERIAL
CANTILEVER OVER MOUNTED TO 3/4" SUBSTRATE;
TRAY POCKET

COLOR AND PATTERN
SELECTED BY ARCHITECT

=

EXTENDED TOP;
CANTILEVER OVER

TRAY POCKET ‘ \ 4 / ‘
. H i — |

UNDERCOUNTER _/
MOUNTING | |
10" FULL LENGTH
TRAY / DISH | |

POCKET x

2'-10" l | |
SEE ARCHITECTURAL
FRAMEWORK PER
DRAW”I;‘IEISSIF-I%E 16 GA. S/S SHELF /_DETA'L 108
8"

SECTION - TYPICAL

LEGS PER DETAIL 1.
FLOOR TILE COVE ©s 0

APPLIED TO FIXED
TOE BASE. NOTE:
16 GA. S/S BODY ENDS AND
LINER. INTEGRAL FRAME
FORMED WITH ANGLES AND
CHANNELS PER DETAIL 1.05

HOPKINS

FOODSERVICE FRONT COUNTER 4.02.8

SPECIALISTS, INC.




2 l/z [

SLOPED CONTROLS. A VERTICAL CONTROLS

it

i— ‘\—rl“.oz AS ZEQ'D

To ADJUST -
FOR

l,

® &

® @

MOUNT THERMOSTATIC CONTROLS AND/OR SWITCHES IN PANEL AS RECOMMENDED BY
MANUFACTURER. WHERE APPLICABLE, CONTROL PLATES SHALL BE SECURED WITH S/S
COUNTERSUNK SHEET METAL SCREWS.

PILOT LIGHTS SHALL BE MOUNTED ABOVE OR BELOW CONTROL OR SWITCH TO PROVIDE
THE MOST READILY VISIBLE POSITION. PILOT LIGHTS MOUNTED TO THE SIDES IN A
SERIES OF CONTROLS OR SWITCHES WILL NOT BE ACCEPTABLE.

KNOBS, TOGGLES AND GUARDS SHALL NOT PROTRUDE BEYOND THE FIXTURE TOP EDGE:
IT SHALL BE THE RESPONSIBILITY OF THE EQUIPMENT CONTRACTOR TO ADJUST THE
DEPTH OF THE PANEL RECESS TO COMPLY WITH THIS REQUIREMENT.

LENGTH OF RECESS SHALL ACCOMMODATE REQUIRED SERIES OF CONTROLS AS
SPECIFIED, WHILE MAINTAINING ADEQUATE SPACING AROUND EACH CONTROL.

ENCLOSE CONTROLS IN 22 GA. STEEL BOX; IF ENCLOSURE IS NOT PROVIDED
OTHERWISE.

HOPKINS
FOODSERVICE
SPECIALISTS, INC.

CONTROL PANELS

4.31




HINGED DOOR WITH
LocK. REQUIRED FOR
ALL PANEL. BOX
INSTALLATIONS

FEDERAL PACIFIC PANEL-

NOTE.:
ALL ELECTRICAL COMPONENTS

BLILT ON TO OR. IN FIXTURE.
BY K.E.C.TO BE WIRED TO
BUILT=IN PANEL BY K.E.C.

| —=4"'X4" ereY.
ENAMELED STEEL
WIRE. CHASE WITH
REMOVARLE. FACE.
PLATE

ACCESS PANEL IN
FARTITION — |F LOCATED
IN AREA OF INTERMEDIATE
SHelLF, SHELF To BE

VOVABLE.
BOX OR EMULAL FURNISHED REMOMAE
~AND INSTALLED BY K.E.C.
: _ MAIN
MODEL CAPACITY LUG-AMPS L. W, H
1 ~ PHASE PANEL_BOXES
4 104-8  _ 4-Pale ° 100-Amp 8" x 3" X 12"
# 108-16 8-Pole 100-Amp 9" X 4" x 12%
#1130-200 - 28-Pole 200-Amp 14-1/8" x 4-3/16" x 30-1/16"
3 - PHASE PANEL BOXES.
# 312-24 12-Pole 100-Amp 12" x4 x 24
# 318-36 18-Pole 150-Amp 12" x 4" x 24"
# 324-42 24-Pole 150-Amp 12" x 4" x 24"
#L330-150 28-Pole . 150-Amp 14-1/8" x 4-3/16" x 30-1/16"
#1330-225 ___ 28-Pole 225-Arp 14-1/8" x 4-3/4" x 30"
-#1.342-225 40-Pole 225-Amp 14-1/8" x 4-3/4" x 36"
HOPKINS o
FOODSERVICE BUILT~-IN ELECTRICAL PANELS 4.32
SPECIALISTS, INC.




—t——]
ol i =— G
__#14 GA. S/S LOCKING O
HASP WELDED TO _—"]

| . FRONT.OE.DOOR.

@ - AND ADJACENT JAMB

AS SPECIFIED
.

SECTION X-X

TP &P
% A

\\ l[37a"] 1 1/a :g\ A A C N

AS SPECIFIED
2] 3

SECTION Y-Y

@ 18 GA. S/S EXTERIOR AND INTERIOR PANS TACK WELDED.

SEMI-RIGID FIBERGLASS SOUND DAMPENING .

@ STANDARD-KEIL #2948-0134-3251 16 _GA. BRIGHT S/S. CONTINUOUS HINGE
WELDED TO EDGE OF DOOR AND JAMB.

@ STANDARD-KEIL #2930-1010-3000 MAGNETIC CATCH MOUNTED FLUSH IN
CUT-OUT ON 1” TURN DOWN. ONE AT TOP & BOTTOM ON DOORS OVER 24"W
@ STEEL PLATE FOR MAGNETIC CATCH TACK WELDED TO INTERIOR DOOR PAN.

HOPKINS |
FOODSERVICE HINGED DOORS 4.40

SPECIALISTS, INC.




T&S PEDESTAL

RECEPTACLE
(SINGLE GANG)

+—11~COVER PLATE

=

e aca

B
'lk s :
T n rowes |

TYPE A-1
TYPE A-2

T

-r";

L I ¢
T

T&S B-1506 SUPPLY
L NIPPLE ASSEMBLY

120V - T&S B-1502-DD

(20 AMP) '

208V - RECEPTACLE AS
REQUIRED BY EQUIPMENT
(20 AMP) '

A. TOP MOUNTED SINGLE

WOOD MOUNTING (SHOWN)
METAL MOUNTING - PROVIDE ROSETTE SPACER

S

T&S PEDESTAL
RECEPTACLE—"
(DO UBLE GANG)

COVER PLATE Y
T
e SN l I\ilv |=’:';I B R,
T&S B-1506 .
SUPPLY NIPPi/
ASSEMBLY

TYPE B-1 120V - T&S B-15200-DD
(20 AMP)
TYPE B-2 208V - RECEPTACLE AS

REQUIRED BY EQUIPMENT |
(20 AMP) i

B. TOP MOUNTED DOUBLE

END OF CABINET

- — 1
T ]
=7 conpurr & wir
ING TO TA
:, JB AS SPECIFIED CK WELD
SECO
SIXTH SIZE
- PAN
ROSETTE SPACER No. 622-1/2
| O OR EQUAL
" x 6" x 3" Lo
14 GA S/S O
MOUNTING BOX
w/OPEN BACK ELECTRIC BOX
Q w/S/S FACE .
T&S PEDESTAL , %ﬁg ’,%OPJ%E‘
RECEPTACLE 1
e AS SPECIFIED
TYPEC-1 120V - T&S B-1502-DD TYPE D-1 120V - NEMA-5-15R
(20 AMP) (20 AMP)
TYPE C-2 208V - RECEPTACLE AS TYPE D-2 204V - NEMA-6-15R
REQUIRED BY EQUIPMENT (20 AMP)
(20 AMP) TYPE D-3 208V - NEMA-T-20R
(20 AMP)
C. UNDER TOP | D. RECESSED
Q! -
)
FOODSERVICE ELECTRICAL RECEPTACLES 5.60

SPECIALISTS, INC.




PLUMBING CONTRACTOR
TO PROVIDE ACCESS
PANEL IN WALL.

& 1—
| L
&

T—> TO EQUIPMENT ITEM

KEC TO PROVIDE A SUPERIOR WATER
CONDITIONER MODEL AS SPECIFIED.
PLUMBING CONTRACTOR TO INSTALL -
UNIT IN WALL IN"VERTICAL POSITION
AND A-MINIMUM OF 4 FT. AWAY FROM
460 VOLT POWER SUPPLY OR 3 PHASE:
CURRENT.

PLUMBING CONTRACTOR TO SUPPLY
‘AND INSTALL RENEWABLE IRON FILTER
AHEAD OF WATER CONDITIONER.

L HOT OR COLD WATER

SUPPLY AS SPECIFIED

NOTE: FAILURE TO INSTALL WATER CONDITIONER AT LEAST

4 FT. AWAY FROM 460 VOLT POWER SUPPLY OR 3 PHASE

CURRENT WILL RENDER THE UNIT INEFFECTIVE.

HOPKINS
FOODSERVICE
SPECIALISTS. INC.

WATER CONDITIONER

5.80




|
CONCEALED MOUNTING

6"(MIN.)

oot bous ool S

@ #14540 — Anti Spill VB 1/2°F Wall

Q #2985 — Stn. Stl. Covered Reel Rinse
O #2922-5000 - Gasket
© #2913-3/8 — Handle 3/4"-14 X 3/8"
© #2990 - Spray Valve

9 #2984 — Under Counter Reel Rinse
O #2922-5000 - Gasket
© #2913-3/8  Handie 3/4"-14 X 3/8"
@© #2920 - utility Spray vaive

o #2980 — Exposed Reel Rinse
O #2922-5000 - Gasket
© #2913-3/8  Handle 3/4"-14 X 3/8"
G #2990 — Spray Valve

B #2949-9001 - Brush

@ #1801 — Reel Rinse Control Box
===Concealed Pipe

=/ SR

Reel Rinses

HOPKINS
FOODSERVICE
SPECIALISTS, INC.

HOSE REEL ASSEMBLY 6.04




6"

319"

PROVIDE 18 GAUGE TYPE 304 STAINLESS
STEEL SHEET BEHIND COOKING BATTERY.
STEEL SHALL EXTEND THE FULL LENGTH
OF THE HOOD, INCLUDING THE FIRE
SUPPRESSION CABINET, IF APPLICABLE,
TO 2 INCHES ABOVE THE HOOD LINE AND
EXTEND DOWN TO THE TOP OF THE
FLOOR COVED BASE.

LENGTHS OVER 8 FEET SHALL HAVE A
HEMMED EDGE BETWEEN SHEETS.

INSTALLATION BY GC WITH HIGH
TEMPERATURE SILICONE AND WITHOUT
SCREWS OR EXPOSED FASTENERS.

6" x 6" STAINLESS STEEL FILLER PANEL
ENCLOSING GAP BETWEEN COOKING
EQUIPMENT AND UTILITY RACEWAY.
FULL LENGTH OF HOOD, 2" TURN DOWN.
HEM EDGE UNDERNEATH.

ALL UTILITY CONNECTIONS TO OCCUR
UNDER GASKET.

HOPKINS

FOODSERVICE
SPECIALISTS, INC.

S/S WALL PANEL WITH GASKET

6.10

SHEET 6.10
Rev. 4/23/10




MARINE EDGE /
I
—\\ 1

/_\
\_/
GAP FOR AR -~ _1 N
FLOW ——
1l
1-111

HOPKINS

FOODSERVICE
SPECIALISTS, INC.

DUAL TOASTER FLOOR STAND

6.21
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